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TEMPLATE OPTION FOR SQUARE CUT GLASS

GLASS CLAMPS
The Template Options on This Page
Applies to the Following Clamps:
90° Glass Clamp
CAT. NO.EST111

TYPICAL INSTALLATION
Important: Project measurements 
from the edge of the glass

TEMPLATE OPTION FOR 45° MITERED GLASSTYPICAL INSTALLATION
Important: Project measurements 
from the outside of the mitered glass.

Glass Panel

"C"

5/8"(16mm) or 3/4"(19mm) 
Diameter Hole

5/8"(16mm) or 3/4"(19mm) 
Diameter Hole

"C"

Glass Panel

Outside Edge of Miter

CLCL

Butting Panel Overlapping Panel
Overlapping 
Panel "B"

Butting Panel "A"

1/16"(1.5mm)
 Gap

Glass 
Thickness

“A”
Measurement

“B”
Measurement

3/8” 
1/2” 

1-1/8” (29mm)
1-1/8” (29mm) 

1-1/2” (38mm)
1-5/8” (41mm)

1 2 3

ALWAYS USE DIMENSIONS

TO ENSURE ACCURACY

45° Mitered Panel 45° Mitered Panel

Glass 
Thickness
3/8” 
1/2” 

1-7/16” (37mm)*
1-9/16” (40mm)* 

5/8"(16mm) or 3/4"(19mm) 
Diameter Hole

5/8"(16mm) or 3/4"(19mm) 
Diameter Hole

Glass Panel Glass Panel

CLCL

"A" "B"

1/16"(1.5mm)
 Gap

45° MITERED 
PANEL "C"

“C”
Measurement

*From the Outside Edge of Miter


