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PROFESSIONAL QUALITY

4X-18

Glass Panel

Glass Panel
13/32"

(10.3mm) 

Glass Panel

Glass Panel

Notch Both Panels of Glass to Equal 
Half the Diameter of a 5/8" (16mm) or 3/4" (19mm) Hole.

1/16"
(2mm) Gap 

1 2 3

ALWAYS USE DIMENSIONS

TO ENSURE ACCURACY

GLASS CLAMPS
THE TEMPLATE OPTIONS ON THIS PAGE APPLY TO THE CLAMPS BELOW:
180˚ Single Stud
CAT. NO. GCB180

TYPICAL INSTALLATION TYPICAL INSTALLATION TEMPLATE OPTION FOR
NOTCHED GLASS
Important: Project measurements from

the edge of the glass.

TEMPLATE OPTION FOR
SQUARE CUT GLASS
Important: Project measurements from the

edge of the glass.

Junior 180˚ Single Stud
CAT. NO. GCB680

Stud will fit
between panels

For technical assistance in the United States call toll free (800) 421-6144; from Canada call toll free (877) 421-6144;
Outside the U.S. and Canada call (323) 588-1281. Ask for Tech Sales at Extension 777. Toll free fax (800) 587-7501.

C.R. Laurence Co., Inc.
www.crlaurence.com


