
C.R. LAURENCE CO., INC.
PROFESSIONAL QUALITY
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1/2" (12mm) 
Diameter

FIXED PANEL

DOOR

1/8" (3mm) to 
3/16" (5mm)
Clearance

* The 5/8" (16mm) measurement is ok as long as the fixed 
panel side clearance is the same as the door side clearance.
If not, make the appropriate add-on or deduction.

1/2" (12mm) 
Diameter

1 2 3

ALWAYS USE DIMENSIONS

TO ENSURE ACCURACY

IMPORTANT:
Project measurements from the edge of the glass.

4H-14

FLOOR MOUNT

DOOR

FIXED PANEL

GLASS TO GLASS MNT.

3/8" (10 mm)
Suggested Gap

1/8" (3mm)
Suggested
Gap

JUNIOR PRIMA
Glass-to-Glass Hinge
CAT NO. JRPPH02
Edge Mount Option (full leg) 1/8" (3mm) to 3/16" (5mm) clearance

For technical assistance in the United States call toll free (800) 421-6144; from Canada call toll free (877) 421-6144;
Outside the U.S. and Canada call (323) 588-1281. Ask for Tech Sales at Extension 777. Toll free fax (800) 587-7501.

C.R. Laurence Co., Inc.
www.crlaurence.com


