
4X-28A

for�technical�assistance�in�the�united�states�call�toll�free�(800)�421-6144;�from�Canada�call�toll�free�(877)�421-6144;
outside�the�u.s.�and�Canada�call�(323)�588-1281.�ask�for�tech�sales�at�extension�7740.�toll�free�fax�(800)�458-7496.

C.R. Laurence Co., Inc.
crlaurence.com

©�Copyright�2005,�C.r.�laurence�Co.,�inc_sDt21_u6

C.R. LAURENCE CO., INC.
Professional�Quality

Specifications:
Material: Solid brass
Glass Thickness Range: 5/16" (8mm) to 1/2" (12mm)
Hole Size Required: 5/8" (16mm) or 3/4" (19mm)
Includes: Mounting screws and gaskets

GLASS CLAMPS
Square Style 
"Y" Inline Wall-to-Glass Application
CAT. NO. SGC182
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GLASS CLAMPS
Beveled Style
"Y" Inline Wall-to-Glass Application
CAT. NO. BGC182
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Specifications:
Material: Solid brass
Glass Thickness Range: 5/16" (8mm) to 1/2" (12mm)
Hole Size Required: 5/8" (16mm) or 3/4" (19mm)
Includes: Mounting screws and gaskets1-3/4"
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4X-28B

CLAMP

GLASS PANEL

WALL

5/8" (16mm) or 3/4" (19mm) Diameter Hole 

1/16" (2mm) Gap 

Glass Panel 

1-1/16" (27mm)

1-1/2" (38mm)

1/4" (6mm) Hole for Plastic Anchor 

Marble or Tile 
Knee Wall 

Important: Project measurements from the edge of glass.

TYPICAL INSTALLATION

GLASS CLAMPS
Square Style "Y" Inline Wall-to-Glass Application
CAT. NO. SGC182
Beveled Style "Y" Inline Wall-to-Glass Application
CAT. NO. BGC182
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